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paragraph (b)(1) of this section. If the 
Administrator notifies you that your 
request to continue operation of the 
CISWI unit is disapproved, the CISWI 
unit may continue operation for 90 
days, then must cease operation. Oper-
ation of the unit may resume if you 
meet the two requirements in para-
graphs (b)(2)(i) and (ii) of this section. 

(i) A qualified operator is accessible 
as required under § 62.14595(a). 

(ii) You notify the Administrator 
that a qualified operator is accessible 
and that you are resuming operation. 

EMISSION LIMITATIONS AND OPERATING 
LIMITS 

§ 62.14630 What emission limitations 
must I meet and by when? 

You must meet the emission limita-
tions specified in table 1 of this subpart 
by the applicable final compliance date 
for your CISWI unit. 

§ 62.14635 What operating limits must 
I meet and by when? 

(a) If you use a wet scrubber to com-
ply with the emission limitations, you 
must establish operating limits for 
four operating parameters (as specified 
in table 2 of this subpart) as described 
in paragraphs (a)(1) through (4) of this 
section during the initial performance 
test. 

(1) Maximum charge rate, calculated 
using one of the two different proce-
dures in paragraph (a)(1)(i) or (ii) of 
this section, as appropriate. 

(i) For continuous and intermittent 
units, maximum charge rate is 110 per-
cent of the average charge rate meas-
ured during the most recent perform-
ance test demonstrating compliance 
with all applicable emission limita-
tions. 

(ii) For batch units, maximum charge 
rate is 110 percent of the daily charge 
rate measured during the most recent 
performance test demonstrating com-
pliance with all applicable emission 
limitations. 

(2) Minimum pressure drop across the 
wet scrubber, which is calculated as 90 
percent of the average pressure drop 
across the wet scrubber measured dur-
ing the most recent performance test 
demonstrating compliance with the 
particulate matter emission limita-

tions; or minimum amperage to the 
wet scrubber, which is calculated as 90 
percent of the average amperage to the 
wet scrubber measured during the most 
recent performance test demonstrating 
compliance with the particulate mat-
ter emission limitations. 

(3) Minimum scrubber liquor flow 
rate, which is calculated as 90 percent 
of the average liquor flow rate at the 
inlet to the wet scrubber measured dur-
ing the most recent performance test 
demonstrating compliance with all ap-
plicable emission limitations. 

(4) Minimum scrubber liquor pH, 
which is calculated as 90 percent of the 
average liquor pH at the inlet to the 
wet scrubber measured during the most 
recent performance test demonstrating 
compliance with the hydrogen chloride 
emission limitation. 

(b) You must meet the operating lim-
its established during the initial per-
formance test on the date the initial 
performance test is required or com-
pleted (whichever is earlier). 

(c) If you use a fabric filter to comply 
with the emission limitations, you 
must operate each fabric filter system 
such that the bag leak detection sys-
tem alarm does not sound more than 5 
percent of the operating time during 
any 6-month period. In calculating this 
operating time percentage, if inspec-
tion of the fabric filter demonstrates 
that no corrective action is required, 
no alarm time is counted. If corrective 
action is required, each alarm shall be 
counted as a minimum of 1 hour. If you 
take longer than 1 hour to initiate cor-
rective action, the alarm time shall be 
counted as the actual amount of time 
taken by you to initiate corrective ac-
tion. 

§ 62.14640 What if I do not use a wet 
scrubber to comply with the emis-
sion limitations? 

If you use an air pollution control de-
vice other than a wet scrubber, or limit 
emissions in some other manner, to 
comply with the emission limitations 
under § 62.14630, you must petition the 
Administrator for specific operating 
limits to be established during the ini-
tial performance test and continuously 
monitored thereafter. You must not 
conduct the initial performance test 
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